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Goldsione Group Ltd. specializes in the research, development, production
and marketing the PVC hose and Rubber hose, including the manufacturing and
sales of PVC hose machinery and equipment. And we have more than 20 years of
production experience in this field.

Our company has passed ISO, FDA, SGS standard certification, and can
thereby ensure quality and reliability for every customer. We do OEM and ODM
productions, so we are confident of being able to meet all buyers' requirements.
Furthermore, we guarantee timely delivery and good guality products at low cost,
excellent and satisfied service to our customers. Currently, our products are being
expaorted to Asia, Middle East, African, Europe, more than 35 countries.

Please contact us if you are looking for a trust worthy source of said products.

We are looking forward te your sincere cooperation and participation.
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INTRODUCTION

1. The product is made of high-quality PVC raw materials, and reinforced by high-strength
polyester thread, the hose body is light, flexible and durable, strong pressure resistance,
corrosion-resistant, and not easy to burst.

2. According to the working pressure, our products are divided into two types: conventional
pressure (three layers) and high pressure (five layer). We also have PVC and Rubber
synthetic air pressure hose, as well as PVC oxygen and acetylene hose and other products
3. All products can be installed by users according to various fittings of American(NPT) and
German and other standards, which is convenient for customers to use.

Hig:

WZEATSIIE, SERRRE, EHVUUARAHNEYS, NMHMEEREATE
124 8

APPLICATIONS

Itis widely used in pneumatic tools, gas flushing devices, compressor and engine

accessaries, mechanical maintenance and civil engineering equipment.

www.goldsione.com o sales@goldsione.com
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Economic PVC Air Hose Specification
RS #E FiE S IEEA BUES KE
Code INCH 1.D.MM 0.0.MM W.P Bar at B.P Bar al Kg/Mir
23T 23T
PAH-1 1/4 6.5 12 20 80 01
PAH-2 516 8.5 14 20 20 0.13
PAH-2 3/8 10 16 20 80 0.16
PAH-4 1/2 13 20 20 75 0.24
PAH-5 5/8 16 25 20 60 0.38
PAH-6 3/4 19 28.5 20 50 0.46
PAH-7 1 25 34.5 15 45 0.94

Reinforced line middle layer

PVC outer layar

PVC inner layer
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High-pressure PVC Air Hose Specification
FEamRS ) WEE iz LEEN RRELE N KE
Code INCH 1.D. MM Q.0.MM W.F Bar at B.F Bar at kg/mtr
23T 23T
PAHH-1 1/4 .5 13.5 40 160 0.142
PAHH-2 516 8.5 15.5 40 150 0.172
PAHH-3 3/8 8.5 16.5 40 120 0.185

Reinforced line layer

PVC middle layer

FVC outarlayar

PYCinnerlayer

0086-536-2181073

sales@agoldsione.com
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INTRODUCTION

1. Choosing high-strenath polyester fiber, high quality PVC raw material. It has the
characteristics of acid and corrosion resistance, high working pressure, anti-aging, non-toxic,
strong extension ability and so on.

2. Adopted one-step molding technology, lining and plastic-coated extruded at the same time;
the distribution of raw materials is more uniform, no crystal points, no pores, the inner and
outer walls are smooth.

3. According to the different working pressure, can be divided into economic type, medium
pressure type, and high-pressure type. According to the structure, can be divided into:
one-step molding lay flat hose and double-color lay flat hose

4. Optional accessories: Quick connectors, Bauer couplings, double ear connectors, and
other connectors, suitable for various application scenarios and pressure requirements.
Working Temperature: -10C- 65T

RI FEREG:

BERATFRLEBER LG, £7EEMIETE12%F, TEEAM2barZ]10bar,
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APPLICATIONS

The PVC lay flat hose is suitable for agricultural irrigation and forestry sprinklerirrigation,

production range from 1 inch to 12 inches, working pressure from 2bar to 10bar. It can be
widely used in agriculture, industry, mining and other industries.

www.goldsione.com e sales@goldsione.com
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Medium Pressure PVC Lay Flat Hose Specification

iR -t M&ID ws,gg‘w TIEES ﬁg{:fh
Item No. Inch (mm) (al (Bar} (Barh
PLFHMOD1 1-1/2 41 210 5 15
PLFHMO02 2 53 280 4 13
PLFHMO03 2 52 240 5 16
PLFHMOD4 2-1/2 55 320 4 14
PLFHMODS 2-1/2 56 380 4 12
PLFHMODE 2-1/2 55 380 5 16
PLFEHMOOV 3 75 460 4 14
PLFHMOO8 3 7B 460 4 12
PLFHMOO2 4 102 550 4 12
PLFHMO10 4 104 650 4 12
PLEHMO11 6 152 1200 4 12
PLFHMO12 8 206 1600 3 9
PLFHMO13 10 252 2600 3 9
PLFHMO14 12 305 3100 4 12

High Tensile Polyester
Yarn Reinforcement

Flexible PVC Flexible PVC

KBS EREE Cover Inner Tube
High Pressure PVC Lay Flat Hose Specification

RS Bt (MELD. | gobk | THEES | BUES magal s (HELD. | g KE,, | TIFES | EES
tem Mo. | Inch (mm) ) {Ear {Bar) Itarm Na Inch (mm) (g} 2an (Ban
PLF-HOO1 a4 19 140 8 25 PLFHAO0 3 75 B40 11 35
PLFAHI0Z 1 25 150 8 N & PLEHH011 4 102 200 3] 18
PLRAHOOZ | 1-1/4 32 7o | 8 25 PLFHH012 4 102 1120 10 30
PLFHHDO4 | 1-1/2 38 200 8 25 PLFHH013 5 125 1400 8 24
PLFAHOOS 2 52 280 [ 20 PLFHHO14 3] 152 1580 6 18
PLFAHO0E 2 52 430 10 30 PLFHHO1S [:] 152 1680 7 22
PLEHHOO7 | 2-1/2 65 450 [:] 24 PLFHHO16 3] 152 2500 10 30
PLFHHDOE | 2-1/2 65 550 10 30 PLFHHO1T 8 203 2200 ] 18
PLF-HIOS 3 5 600 7 21 PLFHHD18 8 203 4000 8 24

0086-536-2181073 0 sales@goldsione.com
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Economic PVC Lay Flat Hose Specification

Faasl £1 [AE0| I8 [0 [ W0 [Feasl &1 (R0 | K[ 5 [
ftern Ne Inch (mm) 31} (Bar) {Bar) liem Mo Ineh (mm}) () (Bar) (Bar
PLFHEQO 1 25 125 -4 12 PLFHEQD9 4 102 520 2-3 9
PLFHEOO2 | 1-1/4 32 1680 3-4 12 PLFHEOID 4 102 620 3 10
PLFHEDO3.| 1-1/2 33 190 3-4 12 PLFHEO1 5 125 B0O 2-3 11
PLFHEOO4 2 52 230 3-4 12 PLFHEO12 5 128 900 3 9
PLFHEQOS | 2-1/2 65 300 3 12 PLFHEO13 G 152 950 2-3 10
PLFHEDOS 3 75 375 2-3 12 LFHEQT4 ] 153 1200 3 9
PLFHE0Q? 3 75 400 3 Al PLFHEDIS 8 203 | 1600 2-3 12
PLFHEOOB | 3-1/2 a0 550 3 11

.

REKETE-TIEEAMER
Double Color PVC Lay Flat Hose Specification

F:‘:‘:'“ﬁ% iq‘r r};‘ fé‘l D. wuigﬁl&luiur -Lizl'-li-_’] mﬁgﬁ
ftem No. Inch (mm} (leg) (Bar) (Bar)
FPLEHDDO1 2 50 0.32 4 12
PLFHDDO2 2 50 0.35 6 18
PLFHDDO3 3 75 0.45 4 12
PLFHDOO4 3 75 0.6 6 18
FPLFHDDOS 4 102 0.6 4 12
PLFHDDO& 4 102 0.85 6 18
PLFHDDO7 6 152 1.1 4 12
PLFHDOOS 6 152 1.4 ] 18
PLFHDDOS 8 207 2 4 12
Flexible PVC Cover Flexible PVC Cover

High Tensile PolyasterYarm Reinforcemant

www.goldsione.com 6 sales@goldsione.com
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INTRODUCTION

1. PVC transparent soft hose using new PVC raw materials, &

PVC single-layer design. It has the characteristics of flexibility, - &

durability, non-toxic, no odor, strong pressure resistance, corrosion )

resistance and so on.

2. Working Temperature: -10C-65C

R : ; TFED | HEEH e P
It w HEID, #MEOD. | o't | B PBarat length/roll | weight/meter
Item No. Inch (mm) (mm) 23T 23T (meter) (kg)

PRSH-1 1/4 5 B8 5 15 100 0.029
PRSH-2 5/16 8 10 5 15 100 0.038
PRSH-3 3/8 10 12 5 15 100 0.045
PRSH-4 1/2 12 5 3 9 50 0.085
PRSH-5 5/8 15 18 3 E] 50 0.105
PRSH-5 3/4 19 22 3 FA e AN 0.13
PRSH-7 1 25 30 3 ] 50 0.291
PRSH-8 1-1/4 32 38 3 9 40 0.445
PRSH-3 1-1/2 38 44 3 ] 40 0.521
PRSH-10 2 50 58 3 9 40 0.015

R R

FAFRL, AL, B, BT, RREEHAT.

APPLICATIONS

It's commonly used in agriculture, shipping industry, construction industry, lightindustry,
and household and other places.

0086-536-2181073 e sales@goldsione.com
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INTRODUCTION

1.PVC garden hose is made ofthe latest PVC material, reinforced by polyester fiber
reinforcement. |t's flexible, durable, light, colorful and ease of use. And by using of the

latest summer formula, it can effectively resist UV and aging.

2. ltcan be made into multiple layers: It can also be made into crocheting garden hose,
which can effectively resist kinking.

3. It can be equipped with adaplers or copper filtings connecled lo water faucels, and also
can be equipped with practical tools such as plastic spray guns.

A

PVCHEZER @WKk, EZ. F&F. —WillJcw ZHTFHERE. 5REkG. NESE
&SRR,

APPLICATIONS

PVC garden hose is used for conveying water, gardening, cleaning and general water
discharge; It is widely used in gardens, golf courses, highways and other outdoor places.

www.goldsione.com o sales@goldsione.com
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PVC Garden Hose Photos

Flewbile PYC

Cover

PWC imear ayer
PV outer Layer
PVCTE [ & #lis 3
PVC Garden Hose Specification
- = § THEEH BEEH HE S
RS okl D HEOD. | o eht | B PBaret | lenginiioll | weighUmeter
ltem No Inch {mm) (mmj 23T 23T {meter) (kg)
PGHDO1 /4 6 10 8 24 100 0.068
PGH002 6 11 8 24 100 0.09
PGH003 4 10 14 8 24 100 0.102
PGHO04 10 15 8 24 100 0.132
PGHNO5 - 12 16 8 24 100 0119
PGH005 13 18 8 24 100 0.164
PGHOOT 5/8 16 21 7 21 S0 0.196
- | & 9% 24 5 15 50 0.228
19 25 5 i5 50 0.28
§ 25 30 4 12 50 0.291
25 31 4 12 50 0.356

0086-536-2181073 e sales@goldsione.com
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INTRODUCTION

1. PVC fiber reinforced hose is made of high toughness PVC material and reinforced polyester
fiber. It is flexible, transparent, and durable. The clear PVC material is no-toxic and resistant to
chemicals, ensuring the safety and integrity of transferred substances.

2. Can be made into crocheting fiber hose, it can be anti-kink, more durable.

3. Color marking line can be added on the surface of the hose body.

Working Temperature: —=10C-65C

Aig:

PVCHA%E RS ER T TN ATHRERENEXRNTE
inEs, Kk, BENH, LENETERE. “EFEHE—
fEHEK .

APPLICATIONS

The PVC fiber reinforced hose can be used for medium pressure applications such as air,
water, dilute acids and oils. It is widely used in gardening, irrigation, and general water

discharge.
Palyester

. Reinforcement
"‘-'7-'7—"‘-':—':—'7—?—':—'5?-—-— = ;— n

W TFRRITTT).

M. ?”’;-// ' o4 ——
Quter Layer Inner Layer | =

www.goldsione.com e sales@goldsione.com
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PVC Fiber Reinforced Hose Specification
FREE # M2 1.D. 520D, \%fﬁgl Bfﬁl-ﬁﬁé%r:";t length/oll weigﬂ(lﬁleter
tem No Inch {mm) (mm) | g 230 {meter) (kg)
PFRHO01 1/5 5 g [ 10 30 100 0.059
PFAHO02 6 10 8 24 100 0.068
FFRHO03 1/4 6 11 9 27 100 0.09
PFRHO04 [5 12 10 30 100 0.114
PFRHOCS 8 12 8 24 100 0.085
PFRHO0G 516 ] 13 10 a0 100 0111
PFRAHO07 8 14 12 EE 100 0.14
FFRHOOS 9 13 8 24 100 0.093
PFRHO09 9 14 10 30 100 0.122
PFRHO10 3/8 10 14 8 24 100 0.102
PFRHO11 10 15 8 24 100 0.132
FFRHO12 10 16 10 30 100 0.165
PFRHO13 12 16 6 18 100 0.119
PFRHO14 12 17 T 21 100 0.154
PFRHO15 1 12 18 9 27 100 0.101
PFRHO16 L 13 17 [ 18 100 0.127
PFRHO17 13 18 6 18 100 0.164
PFRHO18 13 19 7 21 100 0.203
PFRHO1Q 15 19 3 18 100 0144
PFRHO20 15 20 7 21 100 0.185
FFRHOZ1 - 15 21 & 24 100 0.229
PFRHODZ2 16 20 6 18 100 | 0153
PFRHOZ3 16 21 6 18 100 0.195
PFRHO24 16 22 8 18 100 0.242
PFRHO25 19 23 5 15 50/100 0.178
PFRH026 19 24 "5 4 = 15 50/100 0.228
PFRHOZ7 19 25 5 15 50/100 0.28
PFRHOZ8 3/4 19 26 5 15 50/100 0.334
PFRHOZ9 20 25 5 15 50/100 0.238
FFRHO30 20 26 5 15 50/100 0.292
FFRHO31 20 27 5 15 50/100 0.349
PFRHOZ2 25 30 5 15 50 0.291
FPFRHD33 1 a5 31 5 15 50 0.358
FFRHO34 25 az 5 15 50 0.423
PFRHOZS 32 39 5 15 50 0.527
PFRHO36 1-1/4 a2 40 5 15 50 0.61
PFRH0O27 32 41 5 15 50 0.508
PFRHO38 a8 45 5 15 50 0.618
PFRHOD39 1-1/2 38 46 5 15 | 50 0.712
PFRHO40 38 47 5 18 50 0.811
PFRHO41 1-3/4 15 55 . 15 50 1.06
PFRHO42 50 60 4 12 40 1.166
PFRHO43 2 50 62 4 12 40 1.424
PFRHOD44 64 78 4 12 40 2107

0086-536-2181073

sales@agoldsione.com
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INTRODUCTION

1.PVC Steel Wire Hose is made of new PVC raw material with galvanized steel wire
reinforcement to make it negative pressure resistance. It's chemical, ozone, and flame
resistant as well as self-extinguishing, with small bending radius.

2. PVC steel wire hose is divided into three grades: food grade, industrial grade,agricultural
grade.

3. Built-in copper wire can avoid blockage of the internal flow caused by the static electricity;
and it can also be added polyester fiber reinforcement, its working pressure will be higher.
4. Color marking line can be added to the hose surface to make it more beautiful.

M i&:
PVCHZBEEE BTHK, Woksifbkmtas., ErzamEFI .

R, T8, DTEFEEHK, . BOBRE.

APPLICATIONS
PVC steel wire hose is usually used for water transmission, suction ordrainage occasions.
It is widely used for suction and discharge of water, oil, and powder in the factory,
agriculture, engineering, and sanitary plumbing.

Spiral Zinc-plated
Steel Wire

\l\\\\'\{/

Ly ¥ b d v ¥

Flexible PVC Hose

www.goldsione.com 0 sales@goldsione.com
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PVC Steel Wire Hose Specification

ERES Eay #E1D. 5h200D. WJ_::EHEAEL( f;ﬁﬁgﬂ.r le n{gﬁfﬁroll weig;lktf%neler

Item No. Inch {mm) (mm} 231 23 (meter) (kg)
PSWHOO01 5 12 18 i 18 50 0.2
PSWHOO02 13 19 6 18 50 0.23
PSWHO03 15 20 5 15 50 0.2
PSWHO04 5/8 16 20 5 15 50 0.18
PSWHO(B 16 23 5 15 50 0.3
PSWHOO7 19 23 5 15 50 0.21
PSWHO08 34 19 24 5 1 50 0.26
PSWHOO09 14 26 5 15 50 0.4
PSWHO10 25 31 5 15 50 0.45
PSWHO11 5 25 32 5 15 50 0.5
PEWHO12 25 23 5 15 50 055
PSWH013 25 [ .34 5 15 50 0.6
PSWHO14 a2 38 5 15 50 0.5
PSWHO15 i=1/4 3z 39 5 15 50 0.6
PSWH016 32 40 5 15 50 0.7
PSWHO17 38 44 4 12 50 0.6
PSWHO018 1-1/2 38 45 4 12 50 0.7
PSWHO19 ag 46 4 12 50 0.8
PSWH0Z20 Ji5ia 45 53 4 12 50 % 1
PSWHO21 45 54 4 12 50 1.1
PSWHO22 50 57 4 12 50 1
PSWH023 2 50 58 4 12 50 1.2
PSWHO24 50 60 4 12 50 1.4
PSWHO025 50 62 4 12 50 1.6
PSWHO026 64 72 4 12 30 1.5
PSWHD27 2-1/2 64 73 4 12 30 1.65
PSWHO28 64 74 4 12 an 18
PSWHO29 75 85 4 12 30 2
PSWH030 3 75 &6 4 12 30 2.2
PSWHO32 75 87 4 12 30 2.3
PSWH033 75 88 4 12 30 2.5
PSWHO034 102 112 4 12 an 3
PSWHO35 102 114 4 12 30 3.5
PSWHO36 4 102 116 4 12 an 4
PSWHO3T 102 118 4 12 30 4.5
PSWHD38 5 127 143 3 9 20 5
PSWHO039 6 152 166 3 9 20 6.5
PSWHO040 8 200 224 3 9 10 12

0086-536-2181073

sales@agoldsione.com
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INTRODUCTION

1. PVC suction hose is made of PVC raw material, reinforced by spiral PVC. Itis durable,
flexible, wear-resistance, chemical-resistance and weather-resistance. PVC spiral
reinforcement has a certain hardness to ensure the structural strength of the hose body and
prevent collapsing under vacuum or suclion.

2_Two types for the outer layer of suction hose: smooth and corrugated.

3. It can be equipped with quick connectors, Bauer couplings double ear connectors and
other kind of connectors for various usage scenarios.

A&
PVCEMEZ—MENABMNEAMZTRSRE, ATHERGE., B, #RaEFEM
e, BERTEMTLAER. Bk, #Hik, HANBEEEBEESE, BT EN

BFker. i, BabekiRimE.

APPLICATIONS

PVC suction hose is specially designed for suction applications, used to suction fluids,
liquids, powders or other materials. Commonly used for irrigation, dehydration, drainage,
and liquid transfer tasks in a variety of industries, and it can also be designed specifically
for hydrotherapy, pond, sandblasting or gasoline suction.

www.goldsione.com @ sales@goldsione.com
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PVCEH B MIZFE
PVC Suction Hose Specification
5 : FiE $E IE
FREE EX Mzl.D. 0.0, Thickness [weight/meter u\?;ts[a.?]m Isnigell%roll
Item Mo. Inch {mm) (mm) {mm) (ka) 23T (meter)
PSHOO1 17.5 2 0.12 A7 30
PSHO02 i o 18.5 25 0.15 17 30
PSHO03 ¢ 18.5 3 0.18 -1-~7 a0
PSHOO4 20.5 35 0.22 -1-7 30
PSHO05 5/8 16 22 3.0 0.24 -1-7 30
PSHOOE 23 2 0.18 -1~7 30
PSHO07 Sk iB 24 25 0.23 17 30
PSHO08 25 3 0.28 -1-7 30
PSHOOY 26 a5 0.32 317 30
PSHO10 29 2 923 -1-7 30
PSHO11 25 30 25 0.29 -1-7 a0
PSHO12 1 a1 3 0.35 -1~-7 30
PSHO13 32 35 0.41 —-1-7 30
PSHO14 35 25 0.35 -1-7 30
PSHO15 . 5% 36 3 0.42 -1-7 30
PSHO1E 2 a7 a5 0.5 —1-7 an
PSHO17 38 4 0.56 -1-7 a0
PSHO18 ar 25 0.38 -1=~7 30
PSHO19 38 3 0.46 -1~7 30
PSHO20 g o 39 35 0.55 Ty 30
PSH(O21 40 4 0.62 -1-7 30
PSHO22 43 25 0.44 -1~7 a0
PSHO23 A4 3 0.63 ) o a0
PSHO24 1:5 a8 45 3.5 0.62 -1~7 30
PSHO25 46 4 0.71 -1~7 30
PSHO26 40 47 35 0.65 xr 30
PSH027 48 25 0.5 -1-7 30
PSHO28 . - 49 3 0.61 —1-7 30
PSHO249 3 50 3.5 0.7 -1~7 a0
PSHO30 51 4 0.8 -1-7 30
PSHO31 56 3 0.7 -1~7 30
P5SHO32 50 57 3.5 0.82 -1~7 30
PSHO33 2 58 4 0.95 —1=7 30
PSH034 59 4.5 1 —1-7 30
PSHO35 52 61 45 14 -1-7 a0
PSHO36 69 3 0.88 -1-7 30
PSHO37 70 3.5 1.04 -1-7 30
PSH038 3 63 71 4 1.19 -1-7 30
PSHO39 72 4.5 1.38 -1-7 30
PSHO40 82 35 1.2 —1=7 30
PSHO41 3 5 a3 4 1.38 -1-~7 30
PSHO42 B84 4.5 1.56 —1-7 a0
PSHO43 85 5 1.8 1-7 a0
PSHO44 a5 35 1.32 —1=7 30
PSH45 e g 96 4 1.52 —1~7 30
PSHO46 a7 45 1.71 -1-7 30
PSHO47 98 5 2 —1-7 30

0086-536-2181073

sales@agoldsione.com
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PVC Suction Hose Specification

& : B HE : <

s e WD 20.D. Thickness |weight/meter v\{g'tgagt hn*;fﬁmil
Item No. Inch (mm) (mm} (mm) (kg) 23t (meter)
PSHO48 108 4 1.66 -1-7 30
PSHC49 a 100 109 4.5 1.88 -1-7 30
PSHOG0 110 5 2.09 -1-7 30
PSHO51 111 5.5 2.3 1-7 30
PSHO52 121 4 1.83 -1-7 30
PSHU53 45 113 122 4.5 2.06 7 30
PSHOS4 123 5 2.38 -1-7 30
PSHO55 124 5.5 2.8 -1-7 30
PSHO56 134 4.5 2.59 -1~-7 20
PSHO57 5 125 135 5 2.88 -1-7 20
PSHO58 136 5.5 3.18 1-7 20
PSHO58 137 [i] 3.5 -1-7 20
PSHOG0 160 5 3.5 -1-7 20
PSHO61 § - 162 5 4.1 -7 20
PSHOG2 164 i 4.79 -1-7 20
PSHOB3 166 8 5.5 -1-7 20
PSHCB4 212 [ 5.1 -1-7 20
PSHOBS 8 200 214 7 5.9 -1~7 20
PSHOGE 216 8 6.8 -1-7 20
PSHOGB7 218 9 7.58 -1-7 20

F&E$E - Package
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Types Of PVC Suction Hose
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LFUEIEIRPVCEER BB R
PVC Fiber Reinforced Suction Hose Specification
m e *E |Bimees| mwwn | (OE
M lii;‘ I.D. 0.D. |weghtmeter| bendradius |  B.P. Heneitve
(mm) (mm) (kg (meter) |bar) (Mpa)
PFSHOD1 2 50 + 1 62 1.4 0.5 19 0.097
PESHO02 2.5 65+ 1 77 1,50 0.60 15 0.097
PFSHNON3 3 75+ 1 a0 1.8 065 12 0097
PESHOD4 4 101=1.5 118 2,70 0.85 9 0.097
PFSHO05 B 151.5+1.5 174 5.7 1.5 7 0.097
PFSHODE B 201=156 224 8.0 1.9 5 0.097

0086-536-2181073

16)

sales@agoldsione.com




Foromion® :Ns MY 4 35 SR ) R TR B

)1 R = R UBBER SUCTION HOSE |
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1. BRENADXASAMEME, EAME. SHPHOBENLIMMELZES
BEREREMEMEEE. RA0ESRIREIMNE 81518 B E B A i 3R R,
2, ENEEATEAMEELMMILEE,

3, IRMEEERNARELX, Z=%HMEH™ M,

IfEimE: -35CE80T

INTRODUCTION

1. The abrasion & aging resistant synthetic rubber making inner tube and cover, together
with the high tensile nylon woven fabric and helix wire embedded reinforcement making
the rubber suction hose wear- resisting, cold-resistant & resistant to high pressure.

2. Two types for the outer layer of the hose: smooth and wave surface.

3. Providing matching Bauer couplings, flanges and other accessories.
Working Temperature: -35T-80C

i
WRIEREAR, BTWHEEK, BE, MK, AEEFG. S0, Sl Bem. g,
APPLICATIONS

According to different purposes, itis used for suction and draining of mud, powder,
petroleum products, diesel, gasoline, lubricating oil, fuel. etc.

www.goldsione.com m sales@goldsione.com
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Rubber Suction Hose Specification
Eome W& 1.D. ae weEnwe | BB | mxgm
Item No.
Inch mm mm bar psi bar m ft
RSHO01 3/4 19.1 31 10 150 0.8 61 200
ASHE02 a4 19.1 32 20 300 0.8 61 200
RSHO03 1 25.4 37 10 150 0.8 61 200
RSHO04 i 25.4 a7 20 300 0.8 G1 200
ASHO0S 1-1/2 381 51 10 150 08 61 200
ASHO06 1-1/2 381 54 20 300 0.8 61 200
ASHOO07 1-1/4 1.8 44 10 150 0.8 61 200
RSHO08 1-1/4 31.8 47 20 300 0.8 61 200
RSHOOS 2 50.8 G4 10 150 0.8 G1 200
RSHO10 2 50.8 &7 20 300 0.8 61 200
HSHO11 2 50.8 a7 27.6 400 0.8 61 200
ASHO12 o 12 63.5 76 10 150 0.8 61 200
RSHO13 2-1/2 63.5 80 20 300 0.8 61 200
RSHO14 2-1/2 63.5 BO 27.6 400 0.8 61 200
RSHO15 3 76.2 a1 10 150 0.8 61 200
RSHO16 3 76.2 92 20 300 0.8 61 200
RSHO17 a 76.2 92 27.6 400 0.8 61 200
RSHO18 3-1/2 88.9 107 10 150 08 61 200
RSHO19 3-1i/2 88.9 110 20 300 0.8 61 200
ASH020 3-1/2 88.0 110 27.6 400 0.8 61 200
RSHO21 4 101.6 120 10 150 0.8 61 200
ASH022 4 1016 | 122 | 20 300 0.8 61 200
RSHO23 4 101.6 122 27.6 400 0.8 61 200
ASHO24 5 127 147 10 150 0.8 30.6 100
ASH025 5 127 153 20 300 0.8 30.5 100
RSHO26 ] 152.4 172 10 150 0.8 30.5 100
RSH027 6 152.4 176 20 300 08 30.5 100
RSH028 8 203.2 229 10 150 0.8 30.5 100
ASHo28 8 203.2 228 20 300 08 30.5 100
ASH030 10 254 282 10 150 0.8 11.8 39
RSHO31 10 254 288 20 300 0.8 11.8 39
ASH032 12 304.8 a2a 10 150 0.8 11.8 a9
RSH033 12 304.8 340 20 300 0.8 11.8 39

0086-536-2181073
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RUBBER AIR/WATER/SANDBLAST/HEATER/WELEDING HOSE

7=t i

B B &R/ EPDMR/SBR/NBRAL

nNaE R AR B iR I ol E R n 8

NE: HRIEAZE AW ER, EPDME, SBR #NBR
Fats AramE, RS, RanE. £9. 228, fIEH, TR,
REXBERFR

INTRODUCTION

Tube: NBR & SBR synthetic rubber; black color.

Reinforcement: High tensile synthelic yarn, single/double yarn braided or spiralad.
Cover: NBR & SBR synthetic rubber; black, red, yellow and etc.

Characteristics: Abrasion resistant, weather resistant. It's of pressure bearable, flexible,
light in weight, anti-bending, less distortion and nice smooth surface.

R~ M7 1.D. 20D, | RABRE | Tegawe | mmEssp. | _FEKE

Me.a(s::;ir;ﬂenl (mm) (mm) Wea\(f;)layer (MPa) (MPa) Flﬁergiel‘;zr:]gth
3/16 5 12 1 1.5~2.0 4.5 ~ 6.0 100
1/4 6 13 1 1.5 - 2.0 4.5 - 6.0 100
5/16 8 15 1 1.5.~2.0 4.5 ~ 6.0 100
3/8 10 17 1 1.5-20 45~ 8.0 100
1/2 13 21 22 & ) WS =20 45 ~ 6.0 100
5/8 16 25 2 1.6 ~ 2.0 4.5 ~ 6.0 100
3/4 19 29 2 16 ~20 4.5 ~ 6.0 50
1 25 36 2 1.6 - 2.0 4.5 - 6.0 50
1-1/4 32 42 2 1 3 30
1-1/2 38 51 2 1 3 30
2 51 65 2 1 3 30

ey =~
WAFIL®ER, 218, i, BEER, ks g‘# O
Sk, WA HANEENRATFSE, ' 5
APPLICATIONS '

It can be used forindustrial cleaning. welding, polishing,

conveying warm air, conveying water orgas, and can

also be made into double tubes fnr gas welding.

www.goldsione.com @ sales@goldsione.com
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PVC LAY FLAT HOSE PRODUCTION LINE

'i-‘ |
el
PLERGE

PVC—H#EA T EF LR MR L SARBGALENERR AT BTHEMNHTTR, EEFU
REFHANIREME, BRRIZ, SHFHNBURHNPVCYHES —RNENSE .
BREFREFHRERARMIEF. MSE. EM. e, EER. LRKERA

INTRODUCTION

PVC one-step molding lay flal hose production line is a new product developed by our company to
absorb and digest foreign advanced technology. This production line produces the soft hose which
is one-step molding hose, which means the polyester fiber as lhe reinforcing malerial combined
together immediately when the PVC material plasticized and extruded by the extruder. The hoses
produced by the line have the characteristics of good flexibility, high pressure resistance, corrosion
resistance, aging resistance, light weight, no limitation in length, etc.

HEHEE FHlhE Rl EEE BERT
filR=s Screw 13534 R Main Motor|  Center Scope of Installation

Model | Diameter L/RS Material Power Hight Product Diemansion

(MM) (Kw) (MM} (M) (LxWxH-MM)
5J-55 @55 301 38CrMnAl 11 1100 D 25-040 15000x6000x2000
SJ-75 78 30/ 3BCrMnAl | 185 1100 250-0102 | 16000x6500x2000
5J-50 @90 301 3BCIMNAL a7 1100 ©102- 152 | 18000X7000X2000
§J-120 @120 301 38CrMnAl 45 1100 ©200-0304 | 22000x8000x2000

0086-536-2181073 @ sales@goldsione.com
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PVC FIBER REINFORCED HOSE PRODUCTION LINE

AEFEEFPVCHHEIEENE  ZEXRPVCHEE, BRMENREE, SATHEER
BEBENSE. RENEE, MZERAENM. K. Bl LT KE, 231, R
( AFRBEHKES . B . UrASERTER, EHMEE.

INTRODUCTION

This line is designed o produce PVC fiber reinforced hose, the wall of which is three layers, outer
and inner layer are soft PVC, and the middle layeris fiber reinforcement. This kind of hoss has good
chemical and physical property. And the hose is suitable for the transportation of medium pressure
or corrosive gas and liguid. and widely used in the machinery, coal mine, petroleum. chemical
engineering, agriculture irrigation and construction, etc.

) BHEHR EHlLIhE ErFEE HERT
e Screw Main Maotor Scope of Installation
Model Diameter Power Product Diemension
(MM} (Kw) (MIM) (LXWxH-MM)
SJ55x2 ©55 7.5x2 D8-25 15000 x 4000x2000
SJB5 %2 ©E65 15x2 ©8-50 18000 x 5000 x 2000

www.goldsione.com @ sales@goldsione.com
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PVC SUCTION HOSE PRODUCTION LINE

LAY A

BEFEAPVCEEIREREN T WA, AMAFEHIL, MEYL, KEMKEIEN,
EEANPVCHEPVCIRERMEE S, ZEAAMFE. MEM. WAE, HTw. i
BEFESR, ERATSE, B, shanikmtE, MzEA T I, 2olk, @5k
FEBE M

INTRODUCTION

This production line is designed to produce PVC suction hose: it consists two extruders, forming
unit, bath, and winder. The wall of suction hose is soft PVC and rigid PVC helix as reinforced,
featuring extrusion resislance, corrosion resistance, negative pressure resistance, anti-bending.
good flowability. So this kind of hose is suitable to conveying gas, liquid and powder, widely used
inindustry, agriculture, construction and irrigation, etc.

HHER =i FilhE BERT
= Screw Scope of Main Motor Installation

Model Diameter Product Power Diemension

(M) (MM) (Kw) [LxWxH-MM)
SJ45 D45 @12-50 18.5 35000 x 4000%2000
SJ55 ©55 @19-65 22 35000 x 4500x2000
5J65 ©65 W50-120 37 35000 x 5000 x 2000
5J90 @80 D125-305 45 35000 x6000 x 2000

0086-536-2181073 @ sales@goldsione.com
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PVC STEELWIREHOSE PRODUCTION LINE

)

WA
) -

HLAE R

KREFLZERTEFPVCRLRRE . ERAPVCERYREY, HRNAERERL, &
BWBE, WEM, 8. AEE. ABENEFSER, SATEEMSBSE, BiEM
#wik, UERRERFHERMEE. EZATHH. LT, o, RPYERREZRES,

INTRODUCTION

The line is used to produce PVC steel wire reinforced transparent hose. The hose wall is made of
transparent PVC plastics, and the spiral steel wire embedded in the PVYC material. This kind of hose
has the advantages of exlrusion resislance, corrosion resistance, static electricity resislance,
anti-high pressure and stable operation. Itis suitable for conveying high pressure or combustible
gas and liquid, heavy suction and delivery of liquid sludge. Itis mainly used in machinery industry,
building, irrigation and vacuum pump, etc.

BHERE FHLIhE Ful R [ RERST
LIRS Screw it HE Main Motor | Center Scope of Installation

Model | Diameter L/RS Material Power Hight Product Diemension

(MM} (Kw) (MM) (M) (LxWxH-MM)
SJ-45 ©45 301 38CrMnAl 11 1100 ©12-025 | 14000x5000x2000
SJ-65 MES 30/1 3BCrMnAl 15 1100 M25-050 | 14000x5000x2000
SJ-75 ©75 3001 3BCrMNAI 18.5 1100 w25-@75 | 15000x5000x2000
SJ-90 0390 301 3BCrMnAl 30 1100 DE4-D152| 16000x6000x2000

www.goldsione.com @ sales@goldsione.com
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PVC GRANULATING PRODUCTION LINE

HLBEFE =

SRR AESIAEE S, Hamkss, SEREN, BFRENE, BFEITRE,
25, DHY9%RE., SATERS & RPVCREBE RIS,

INTRODUCTION

This line adopts the variable frequency speed control granulator, aluminum heater, single spiral
structure, electronic temperature control instrument, has characteristics of of stable operation,
high output, and even granule-cutting etc. Itis suitable for the plastic products manufacturer of hot
cutting granulation of PVC materials.

] WHER EHLThE BERT =
e Screw Main Motar Installation Blitet
Model Diameter Fower Diemension 2 ff.

(MM) (Kw) ILXWxH-MM) (kath)
S90 ©g0 30 5000x5000x2500 160
s120 @120 ar 8000x8000x2500 260-300

0086-536-2181073 @ sales@goldsione.com



ik WEEHEHEFEEMIUER
#Hi%: 0086-536-2181073
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Add: A908 Lanbaco Business Mansion,
Changle county,Weifang city,
Shandonng province,China

Tel: 0086-536-2181073

E-mail: sales@goldsione.com
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WeChat
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